Hexagon Head Bolt JAM BUILDING PRODUCTS

Stainless Steel Grade A2-70/ A4-70/ A4-80
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Stainless Steel
Material Standard: ISO 3506 Part 1:1997
Specification: DIN 931 (partial threaded)
Material (Item No.): A2-70 (40315)
A4-70 (40325)
A4-80 (40323)
Ordering example : A4-70 stainless steel M20 x 80mm partial threaded hexagon head bolt (item no.: 4032520080)
d (diameter) M6 M8 M10 | M12 M16 M20 M24 M27 M30 M33 M36
Thread Pitch / mm 1 1.25 1.5 1.75 2 2.5 3 3 3.5 3.5 4
b (L<125)/ mm 18 22 26 30 38 46 54 60 66 72 78
b (125 <1<200) / mm 24 28 32 36 44 52 60 66 72 78 84
b (L>200) / mm - - 45 49 57 65 73 79 85 91 97
k (head height) / mm 4 5.3 6.4 7.5 10 12.5 15 17 18.7 21 22.5
s (head width) / mm 10 13 17 19 24 30 36 41 46 50 55
Ulength)/mr‘*n(d“‘me‘e” Me M8 M10 M12 M16 M20 M24 M27 M30
35 06035
40 06040 08040
45 06045 08045 10045
50 06050 08050 10050 12050
55 06055 08055 10055 12055
60 06060 08060 10060 12060 16060
65 06065 08065 10065 12065 16065
70 06070 08070 10070 12070 16070 20070
75 06075 08075 10075 12075 16075 20075
80 06080 08080 10080 12080 16080 20080 24080
90 06090 08090 10090 12090 16090 20090 24090 27090 30090
100 06100 08100 10100 12700 16700 20100 24100 27100 301700
110 06110 08110 10110 12110 16110 201710 24110 27110 301710
120 06120 08120 10120 12120 16120 20120 24120 27120 30120
130 06130 08130 10130 12130 16130 20130 24130 27130 30130
140 06140 08140 10740 12140 16140 20140 24140 27140 30140
150 06150 08150 10150 12150 16150 20150 24150 27150 30150
160 12160 16160 20160 24160 27160 30160
170 12170 16170 20170 24170 27170 30170
180 12180 16180 20180 24180 27180 30180
190 12190 16790 20190 24190 27190 30190
200 12200 16200 20200 24200 27200 30200

Special sizes and other standards on request

1-5



